Ficha técnica . Datasheet ITALBG)X

Milenio base

Perfil vertical
Wall profile

38mm
le—>

am

Altura standard:

Perfil horizontal 2000 mm 2000mm.
Floor proﬁle Standard Height:
2000mm.
EE 41mm
20mm
Typologies Sandblasting

Outras tipologias possiveis

Lateral left panel Lateral right panel

Rollers with inox ball-bearings.

Butt weld magnetic closing system.
Acrylic panels measuring 2,3mm or 4mm
for the tempered glass panels.
Aluminium with white lacquered

or with metal finish profiles.

Standard glass height: 2000mm
Specify exact sizes on the order.

Other dimensions only on request.

Medidas Standard Afericao de medidas

Standard Dimensions Ascertaining the measurements Acrilico 2,3mm.
Acrilico 2,3mm.

45 Vidro 4mm.

T o 4mm glass.
L Cx
l Por medida.
O = a ‘ a Custom-made.
< 1>LP1 *L_P *LF* W Foscagem com
tratamento

C anti-manchas
Anti-stain
base

Largura Total (C): Largura Total (L): treatment for

shower tra .
Total width (C): Total width (L): 4 sandblasting glass
Min.: 1200mm Min.: 700mm Tratamento
Max.: 1800mm Max.: 900mm Afinacdio Znillicallcgrlo
Adjustments + nti-calcium

treatment
As medidas fornecidas devem ser resultantes da
medicdo entre paredes.
Compensagdes feitas a cargo da ITALBOX. Portas de correr
The provided measurements should be made in Sliding door
between the walls.

“7+40mm4" Adjustments made by ITALBOX. R c €




